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SCG Concrete Roof Tile
Prestige Series




SCG Concrete Roof Tiles Prestige Series

Natural feeling flat roof tiles that offer the best relaxing time

with elegant designs that fit all housing styles and reflect your uniqueness

Flat roof tiles in 2 designs and 2 color groups with natural texture and various color tones
that match all housing styles, making your house uniquely beautiful. Feel relaxed
with the new type of leisure that you will love.




“Outatanding rmulti-level

roofing house. . unigquea beauty
under simply attractive
Prestige roof™

=i S il s oo

“Simplicity of living decoratod
wilh freedom of color rom
nature with Prestige roof
affering a relaxing foeling”
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“With natural style housa
decoration that perfectly
matches with Preatige roof,

the house is harmoniouwsly
beautiful under the atmosphene
surrounded by mountaing”

“Beautiful house with serenity
surrounded by treas together
with the beauty of Prestige roof
that offers naturally relasing
feeling”™







SCG Concrete Roof Tiles Prestige Series and Fittings
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Product Specifications (Approximate): Other Specifications

Tile size d3x42  cm « 803G concrete roof tile Prestige series is designed for using in Thailand’s
Minimum roof slope 25 degrees tropical climate and it passed the wind-rain simulation test according to
Maximum roof slope 40 deqgrees Thailand's meteorological data through the wind tunnel test in England in
Recommended roof slope 35-40  degrees accordance with Wind Tunnel Procedure of British Standard BSG567.
Length of purlin 31-33 cm » SCG concrete roof tile Prestige series is high quality roof tiles produced by
Mumber of tiles used 10-11  tiles/m’ advanced technology and Wet on Wet color coating system using inorganic

pigments to ensure a perfect blend with the tiles and long-lasting color for
Tile Weight (Approximate): the entire useful life of the tiles.
Tile weight 52 kg/tile « Wall fitting set is specially designed to match with the tile's
Constant weight used in roof 55 I-cg-"m" characteristics and suitable for any spot that requires fittings.
Structure design (Dead Load)

Installation

Tile Fixing Standard : Install fittings with advanced Dry Tech Systemn and fix fittings with Mechanical
Fixing with at least two 2-inch screws per purlin Fixing without mortar. The roof will have no cement stains and the fittings will
for all tiles and rows not be loosened from strong wind. The job is of higher standard without
(Fizing method is in accordance with the company’s standard) depending on a contractor's expertise. Importantly, this method prevents leaks.

|k | Inatructions for safe use of SCG concrote roof tile Prostige sores

1. Piease refer to and folliow tha installation manual striclly before starting roof instalation

2. T product irstallation mantal has been updabed ristpulirty Thiz product baryeruser, 15¢eup-l, construction controdler, and nstalbir shall check whsbher the sl used S th 1St wirsion
H you ane not sune o have any question, please check al www. sogbulkdingmaterials com of SCG Conlact Canler (2-586-2222.

3. Concrete roof tikes and fittings are designed for pitched roof (pitched rool means rood with a constant dibedral angle without curves, a.g. gable roof, hip roof, or mixed gabéa and hip roof) with
a certain dibedral angle as specifed for each type of roof acconding fo “nstalation manual™ only.

4, Tk surtace i slippery and skoping !'hmlgoupm thir roaf unnecessaily, If neoesSany, it shall be dond by an expent only,

5. Do not go up on the rood wihen the ties ane wel of maost as you might =hp and fall from the rool

6. When moving and storing roof tiles, pleasa strictly foliow loading, transport and sloring standard manual specified by the company 1o prevent hazand that might occur during work

. Do not usa foam-type haat iInsulation sprayed under the roof as it might affect the reod performance Later

:MH B-5-R21-CO01-6101) Thits vorsion of SCG Prestige concrete ool catalog is effective from 2 October 2017 and cancels all previous prinded SCIG Prestign installaticn manusls.
= The conddon of the product may change of back slars. may odour subject 1o weather condilions and efvironment
= Tha cotor of the product in the image 5 for advertising and may be d®enent from the eal prodhect oolor due 1o The printng system. Pisxse corader
the real product color af the shop before purchasing
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( \ r e . Available al 8CG Authorized Dealers and leading building materials stores
@l | S CG csbig: sCG SCG Contact Center 02-586-2222

BOLUTION ExeEn DSCO mmemmsbuni  Ernial : contact@scg.com, www.scgbuildingmaterials com






